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SISTEMA AD INCOLLO
Collezioni
Lira - Musa - Diva - Nuda - Iride - Frida -Gea - Nova

ISTRUZIONI PER IL MONTAGGIO

Svitare i grani con la chiave esagonale e togliere gli
attacchi a muro dall’accessorio (fig.A). Reinserirli dentro
il braccetto senza i copri attacchi cromati (fig. B) e
ristringerli leggermente tenendo foro ed asola in senso
orizzontale rispetto all'installazione.

Pulire bene gli attacchi a muro e le piastrelle nella zona
dove verranno incollati (fig. C). Utilizzare della TRIELINA
o altro prodotto sgrassante.

Prendere i due spicchi di biadesivo che sono all’'interno
della scatola. Staccarli ognuno dalla sede attuale e attaccarli
sui lati esterni dell’attacco sulla parte che va a muro (fig.
D), sopra il foro e I'asola, lasciandoci sopra la pellicola
di protezione.

Svitare il tappo del tubetto della colla, praticare un
piccolo foro sulla punta e riavvitare il suo beccuccio.
IMPORTANTE: Stendere un filo sottile di colla (2/3 mm.
circa) al centro fra i due spicchi di biadesivo (fig. E) per
EVITARE, cosi, che la stessa sormonti il biadesivo nel
momento della pressione a parete, compromettendo la
riuscita dell’'incollaggio.

Dopo aver osservato bene le regole suddette passiamo
allincollaggio definitivo: rimuovere le pellicole del biadesivo
(fig. F) e appoggiare I'attacco a parete. Tenere premuto
esercitando una pressione costante (fig. G) per circa 20
secondi in modo da favorire una perfetta aderenza
(scegliere bene la posizione di attacco dell’accessorio
poiché, dopo incollato, non sara pil possibile rimuoverlo
se non con |'operazione n 6. Evitare d’incollare I'attacco
nei punti di connessione fra due piastrelle). Ricordarsi
che I'attacco & definitivamente incollato, e utilizzabile,
solo dopo 72 ore. A quel punto si puo procedere con
il montaggio definitivo dell’accessorio, reinserendo il
copri attacco cromato e, nel caso, i vetri.

DISINSTALLAZIONE:
per rimuovere gli
accessori incollati
utilizzare una spatola.
Inserirla fra la piastrella
e |’attacco da
rimuovere, facendo una
piccola pressione o
dando dei colpetti per
favorire delicatamente
la rimozione (fig. H).
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GLUE FIXING SYSTEM
Collections
Lira - Musa - Diva - Nuda - Iride - Frida -Gea - Nova

INSTALLATION INSTRUCTIONS

Unscrew the screws using the hexagonal screwdriver
and remove the fixings from the bathroom accessory
(fig. A). Set again the fixings on the accessory

without the chrome-plated plug-covers (fig. B) and screw
them lightly down, letting the 2 holes in a horizontal
position compared to the installation.

Clean very well the fixings and the tiles in the area where
the fixing will be glued (fig. C). Use
TRICHLOROETHYLENE or any other degreasing
product.

Than take the 2 bi-adhesive tapes, which are inside the
box. Remove each one from the paper where they are
and stick them on the external sides of the plug, on the
side which will leaned to the wall (fig. D), on the 2 holes
(covering them), leaving the protection film.

Unscrew the cap of the glue tube and make a small hole
on the spout of the tube and then screw the cap again.
IMPORTANT: Spread only a thin amount of glue (about
2/3 mm) between the 2 bi-adhesive tapes (fig. E) to
AVOID that the glue goes on the bi-adhesive tape,
jeopardizing the issue.

After having perfectly followed the above said rules, you
can start with the definitive glue fixing system: remove
the bi-adhesive films (fig. F) and lean the accessory against
the wall. Press it constantly (fig. G) for about 20 seconds
in order to get a perfect adhesion (choose well the fixing
position of the accessory, because, after gluing, the only
possibility to remove it, will be the operation n 6.Avoid
to stick the fixing on the connection point between two
tiles). Please remember that the fixing is definitively stuck
and you can use the accessory only after 72 hours. After
the above said time, you can definitively mount the
accessory, put again the chrome-plated plug-cover on
and, in case, the glasses.

DISASSEMBLING: to
perfectly remove the
glued accessories, use
a palette-knife. Insert it
between the tile and
the fixing, exercising a
small pressure or giving
light taps. (fig. H).

AVVERTENZA Linea G non si assume alcuna responsabilita per danni provocati da eventuali cadute dei pezzi non correttamente incollati. - ATTENTION Linea G is not responsible in case of damages provoked by the possible fall down of some accessories, which are not perfectly glued.



